Type Approval Certificate

This is to certify that the undemoted product(s) hasthave been tested in accordance with

the relevant requirements of the GL Type Approval System.

Certificale No. 75 387 - 09 HH

Company Rolf Janssen GmbH
Elektrotechnische Werke
Emssirale 4
26603 Aurich, GERMANY

Product Descriplion Engine Start/Stop and Safety System

Type SACS-ST

Environmental Category  C,EMC 2

Technical Data [ The systern may consist of the following hardware:
Range of Application

PLC ST-300

- Central Processing Unit CPU 314-1, CPU315-2 DP

- Digital InputiOutput Unit SM321, SM322

- Analog InputiOutput Module SM331, SM332

- Interface Module IM 153-1

= Alarm- and Monitoring Tableau AN30, AN1D

Functions:

- Safety Stops

- Open Gircuit Detection for Safely Sensors
- Manual Emergency Stop

- Engine Start/Stop

Test Standard Guidelines for the Performance of Type Approvals Part 2, Edition 2003

Documents Test report : Abnahmeprotokoll dd. 2009-06-29;

Documenation: Dwyg.No. 35.745(500 dd 2009-04-02; Beschreibung des Systems;

Remarks Suitability shall be agreed with the respective engine maker.
Safety related stops to be verified and tested for each application.

Valid until 214-09-02
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File No.  LAO4
Hamburg, 2009-03-03 [/

A
Germanischer Lloyd Jirgen Wittburg

This carsicale ks Bsued on e basis of "Guidoelngs for th Podormands of Type Approwals Par 1, Procadens™.
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